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MAJOR FEAUTURES
Low Cost Colour Camera 420TVL,
Minimum Illumination 0,1 Lux.

Maximum Depth 200m rated.

TECHNOLOGY

The new PD-420PC  Super
Lightweight CCD Camera. Our
technology minimizes the
production costs, while featuring a
much wider colour reproduction
range than typical CCD camera.
This innovative technology
dramatically boosts the efficiency,
temperature ratings and low power
consumption. The PD-420PC
camera incorporates a 1/3" Super
HAD™ CCD and S
Signal Processing (DSP)
technology to achieve high picture
quality and remarkable sensitivity
with a signal-to-noise (S/N) ratio of

more than 50 dB.



ProDiving® Color Camera

PD-420PC

Connector type BH-4-MP (other connector option available).

Power - 12 to 24Vdc / 125mA reverse polarity protected.
Integrated Switching Mode Voltage Regulator.
Video Output - 75 Ohm Composite video 1Vpp PAL

(Balanced video output over twisted pair option up to 300m cable)

128mm

Pino 1 - Negative / Ground Video
Pino 2 - Positive (12...24Vdc)

Pino 3 -
Pino 4 -

Rua da Guarda, 615 44566

Video Out 75 ohm
Not Used

PERAFIERortugal

Capital Social 57.000 EUR Matriculada na CRC do Porto sob 0 n°® 09399

DELRIN black body and polycarbonate acrylic view port.

Dimensios 128 x 35 mm.
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