
HIGHLIGHTS 

Design to be a fully battery operated system. This unit became 

the ultimate Digital Video Recording System. It should be used by 

all divers as personal equipment, for quickly mobilization task. 

In a small Peli™ Protector Case you get: a HDD digital video 

recording system, 12Vdc Camera Power supply, 12 LED light 

supply and intensity control and 2-Wire Tender/Diver 

Communication system and an USB pen interface to fast copy 

your Multimedia files. 

With DVD quality of recorded files in MPEG4 (AVI) format (can be 

played on PC or other media player). 

All existent types of cameras can be used, so your Umbilical can 

be used without any changes. Just the surface termination needs 

to be adapted. 

 

 

Easily connect the unit to your computer: 

Connect the delivered USB to A/A cable to top USB plug of the 

Unit and to a free USB port on your computer. 

Turn the unit on with the Video power switch. The unit will be 

recognized and installed automatically and will be shown as an 

extra drive on your computer. 

By default, the internal HDD of the unit will be initialized as an 

USB storage device. 

 

P E R S O N A L  D I V E R  
D I G I T A L  V I D E O  R E C O R D E R  



MAJOR FEATURES 

This is a real Plug and Play system, open the box connect the 

umbilical and start recording your dive. Turn on and Control your 

LED Headlight intensity, just when you need it. 

Built-in 1 Diver/ Tender Comms, gives you clear and loud 

communications between Diver and Tender. 

Built-in battery charger, connect it to a 230Vac outlet (power 

cord included) or from 12Vdc power outlet from your car or 

vessel. 

An Analogue Video 8” TFT, gives you clear and sharp picture 

quality. 
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Specifications 

Video Input PAL/NTSC 75 Ohm Composite Video Input  

Multimedia DVD quality of recorded files in MPEG4 (AVI) format. 

Video Quality 
(500GB HDD) 

HQ: 228 hours and 35 minutes. (app. 2190MB for 1 hour) 
SP: 437 hours and 46 minutes. (app. 1140MB for 1 hour) 
LP:  656 hours and 45 minutes. (app. 760MB for 1 hour) 

Audio Input   MPEG2 audio at 56kb/s sample rate Stereo. 

Storage 1 SATA 500Gb Hard disk, USB Port for Pen storage Device.  

Umbilical 
1 x 20 awg screened pair, 1 x 24 awg pair, 1 x 16 awg screened pair and single 16 awg core,  
1 x mini RG59 coax and Orange polyurethane jacket, Diameter 0.440" (11.8 mm).  

Diving Comms Built-in Comms with external Interface 2-Wires Mode, Kirby Morgan ® Standard Air Intercom wiring. 

Power Supply 2 Batteries 12Vdc 12A/h each and Built-in 5 Stage Battery Charger. Auxiliary 12Vdc Input. 

Autonomy 4 hours non-stop recording operation, with camera, audio Comms and Led Light On 

Case  Standard Peli™ Case size  54.4 x 41.9 x 20 cm 

Options Up to four Pre-edited pages Overlay Text, GPS NMEA input and PS2 Keyboard. 


